
A 端 Side B 端 Side

注：
4.在不需要的情况下，可将公共端拆除
2. 需接地时，请连接接地端
3. 配线时请按图连接 
Note:
1. The common point can be removed if necessary
2. Please connect the earth line
3. Please connect the lines according to the drawing
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TinoTEK
型号 WDG系列湿式电磁换向阀用来控制工作油液的开启，停止和 
工作油液的流动方向。WDG系列改进型设计，换向可靠，噪声小， 
性能更加稳定。
特性：
1.  标准面板安装，可互换
2 . 湿式直流或交流电磁可选择，线圈可方便拆卸
3 .  手动应急操作

Model WDG series are directional spool valves, they control the 
direction, start, stop of the flow. The WDG series are improved to 
be better performance with characteristic of more reliable and 
lower noise of switching.
Characteristic:
1. Standard subplate mounting allows 100% interchangeable
2. Great operating performance, fast response
3. Plug—in coil for easy replacement witli different voltage
4. Longer service life
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FT -  WDG 6 E 6X / DC24 T

通径 Size 6,10

阀芯机能符号见附表
■nbols

无标记= 圆形铁壳亮色电磁铁 

L 5 = 圆形胶木黑色电磁铁 
No code = Round chromeplated steel coil (s) 

L5 = Round black bakelite coil (s)

T = 顶端接线盒 
丁 = Wire box on the top

DC24 = DC24V ; DC12 = DC12V ( Direct current) 
AC220= AC220V; AC110= AC110V (Alternating current)

No code = With spring 无标记= 弹簧复位
0  = Without spring (b = 无_簧复位

S = With detent, without spring S = 无弹簧复位，带造位机构

X T  - 丄r - x

E( or F, G etc.) = Spool function, please check the function syi

无 己  S 双电磁铁 No code = Double coils 
A = A端装磁铁 A = Coil at side A
B = B端装磁铁 B = Coil at side B

系列号Series no.
6 X = 通径 6 6X= Size6
3 X = 通径 10 3X= SizelO
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线盒接线图 
Box con门Gctio门s

General information 基本参数

通径 Size WDG 6 WDG 10
最高工作压力

Max. Operating Pressure (M Pa)
B, P 油□ A, B, P ( Ports ) 31.5 31.5

T 油口 T ( T P o r t ) 16 16

最大流量 Max. F low  Rate ( L7min) 60 150
直流可用电压Available Voltage DC 12V, 24V

交流可用电压Available Voltage AC
110V, 220V (50/60HZ)

*电器保护导线请按(PE)规定接地 

*The earth line be connected as per PE

油液清洁度 Fluid Contamination

油液最高污染按NAS1638，第 9 级

推荐过滤器精度p10赛75
Max. allowed degree of contam ination is to  NAS1638 Class 9

Recom m end: A  filte r  w ith  a m in im um  filtra ting rate o f fto  彡75

丄「 X
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注:WDG尺寸见第15页
Note: Please check page 15 for WDG installation dimensions

机能符号 
Function symbols

WDG SOLENOID OPERATED DIRECTIONAL CONTROL VALVES
电磁换向阀
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http://www.finotek.com/hydraulic-directional-valve/
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